HOT ZINC PLATED CARBON STEEL FILTER TYPE “VL”

o Carbon steel filters varnished with epossidic paints
¢ h. Body bandage 1250 mm
e Complete with: manhole and handhole
internal water distribution: with arm collectors
o Filtration rate: 30 m¥h x m%;H

e Sand: 1250 /1300 mm

e With nozzle plate
e Max. working pressure 2.5 bar
o Test pressure 4bar
e Warranty: 5 years

PLEASE NOTE:

- You are recommended to earth the installation.
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01011 1250 DN 80 36 2300 2300 1500 1000 600 90 400 400 DN65 1"F
01013 1400 DN 100 53 3300 2400 1500 1000 600 110 400 500 DN65 1"F
01014 1600 DN 125 66 3920 2400 1500 1100 600 140 400 500 DNG65 1%"F
01015 1800 DN 125 76 4700 2600 1500 1100 600 140 500 500 DN65 1%"F
01017 2000 DN 125 95 5600 2600 1500 1100 600 160 500 500 DN65 2"F
01019 2200 DN 150 114 7100 2650 1500 1100 600 160 500 500 DN65 2"F
01020 2400 DN 150 135 8400 2700 1500 1100 600 160 500 600 DN65 2"F
01022 2800 DN 200 184 11500 3100 1500 1100 600 225 500 600 DN65 2"F
01023 3000 DN 200 212 13000 3150 1500 1100 600 225 500 600 DN100 2"F
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